
We are
building products 
for the future.



Our aim is to deliver innovation that enables cost-efficient and smart 
construction solutions. The need for sustainable construction to address 
global environmental challenges is growing fast. We, at Gypmart India 
(P) Ltd., have continually developed innovative wall and ceiling products 
and systems for our customers. Established in 2019, Gypmart India (P) 
Ltd. is the first Gypsum board plant in Eastern Region of India and 
located at Amta, Howrah, West Bengal, India.
We have a production capacity of 10 million gypsum board and gypsum 
value added plaster. Within a short period, Gypmart India (P) Ltd. has 
emerged among the leading manufacturers of gypsum-based 
construction solutions in the region and we have achieved a distinct 
competitive edge by our commitment to provide the most durable, 
cost-efficient, green and sustainable Gypsum solutions to our 
customers.
We deliver a wide range of gypsum-based products systems and 
accessories. With a strong customer relationship management and 
dedicated sales, marketing and logistics team Gypmart India (P) Ltd. 
has further ensured the delivery of top quality customer service and 
strong sales network in India, Nepal, Bhutan and Bangladesh. Being 
certified and confirming to standard certifications, we use the latest 
technology for all our operational activities. A robust customer 
relationship management, dedicated sales and logistics team make us 
the most trusted gypsum partner for everyone looking for futuristic 
interior building materials.

Perimeter Channel
0.5 mm thick 27 mm high 
having flanges of 20 mm 

and 30 mm long

Intermediate Channel
45 mm x 15mm (2 flanges) 

x 0.9 mm thickness

Ceiling Angle

Metal Stud Partition:

25 x 10 x 0.50 mm thickness 
Ceiling Section

0.5 mm thick bottom wedge of 80 mm 
with tapered flanges of 26 mm each 

having lips of 10.5 mm

Floor and ceiling 
channel

50 mm wide having equal flanges 
of 32 mm and 0.50 mm thick  

Metal accessories for 75 MM thick partition

Studs
48 mm wide having one flange of 

34 mm and other flange 36 mm and 
0.50 mm thickness

 

M.S. fixing channel
M.S. fixing channel of 99 mm width 

(0.9 mm thick having two 
flanges of 9.5 mm each)

Angle beads
Angle beads at corners 

(25 mm x 25 mm x 0.5 mm) 

1. Gypsum is an excellent source of calsium 
and sulphur for plant nutrition and which 
improves crop yield.
2. It improves acid soils and treats 
aluminium toxicity. Surface-applied gypsum 
leaches down to the subsoil and results in 
increased root growth Improves soil 
structure.
3. Gypsum has been used for many years to 
improve aggregation and inhibit or 
overcome dispersion in sodic soils.
4. Having the qualities to improve water 
infiltration, when gypsum is applied to soil it 
allows water to move into the soil and allow 
the crop to grow well.
5. The product also helps to reduce run-off 
and erosion. Therefore, Gypsum should be 
considered as a Best Management Practice 
for reducing soluble pH losses.

Gypmart India Pvt. Ltd.

Gypmart India (P) Ltd.

Being manufacturing unit, we can give the product with high quality and pass through 
various laboratory tests.
Equipped with highly qualified professional experts and equipments from best in world 
manufacturer in every field of business.
Our products are manufactured through state-of-the-art technologies & equipment 
from European countries.
All our products are covered under warranty which we distribute in the market.
Gypmart is highly quality conscious at all levels.

Warranty

Our Green Responsibility
While driven towards providing quality, we also cater to create sustainable 
solutions. Our team of experts ensure that Gypmart while provides quality products, 
is also equally eco-friendly causing least harm to the environment.

Our Vision

Our Mission

Social Responsibility



Gypmart Smartmix Jointing Compound 

Final Setting Time
90 - 120 min
24 hr
25 kg PP Bags

Gypmart Smartmix Jointing Compound delivers the 
first-rate workability with an excellent smooth 
application for plasterboard jointing. The additives in 
the jointing compound are formulated to deal with 
the expansion/contraction of boards on the joints and 
thus prevent the cracks in the joints.

High Durability
No Shrinkage 

Crack Resistant 
Easy Application

Excelling Bond Strength 

..

Gypmart operates a full length 
Gypsum lab facilities. We test 
end-to-end lab process and 
analysis that enables full-fledged 
manufacturing principles to provide 
fast information to operators at the 
production plant to produce good 
quality products. We analyse 
Gypsum samples including rock 
and other raw materials by product 
Gypsum. Using ASTM and EN test 
methods, we can test lab scale fire 
resistance, flexural strength, board 
core structure, impact resistance, 
humidified deflection and more for 
various R&D compositions or 
formulations. We benchmark lab 
samples, plant trial samples or 
commercial boards.

Gypmart Gypbond

Gypmart Moulding Plaster

A unique product developed with technical support from a 
leading German chemical company that serves as an 
excellent bond on the fair face back ground and internal 
gypsum or any other plaster-based wall & ceiling. Its mix of 
polymers, granular fillers and thus additives improves its 
bonding properties. 

Features and benefits:
Excellent cohesive bond to RCC, concrete and other surfaces
Ideal for fair face construction substrate
Moisture tolerant
Can be used in temperatures from 50 to 450C
Better bonding due to coarse particles
Due to colour in the ‘Gypmart Gypbond’, the area can be demarcated 
Higher coverage
Available in 10 & 20 kg packing

Gypmart Moulding Plaster is suitable for making high 
quality cornices, designs for ceilings and walls. It provides 
mixing, application and durable finish that resists paint 
absorption. Gypmart Moulding Plaster can also be used for 
mold making, casting sculpted figures and hobby and craft 
applications.

1 part of water: and 1.5 to 2 part of Gypsum plaster
(depends on the climate conditions)

1 part of water: and 1.5 to 2 part of Gypsum plaster
(depends on the climate conditions)�

3 to 6 Minutes/6 to 9 Minutes

Cement plaster is not considered safe 
from fungus, malts, etc.

Cement plaster cannot be applied on 
smooth surfaces.

Cement plaster gives a rough surface.

During the application of cement, plaster 
wastage is high.

Cement plaster can develop shrinkage 
because it has low tensile hand fractural 
and strength.

In the case of cement plaster, pre-curing 
and post-curing is required.

In the event of fire, cement plaster 
becomes brittle and cracks and loses the 
bond with the wall.

The mixture of sand and cement is done 
on-site in different ratios. It is generally 
done by unskilled labour and hence not 
likely to be accurate and perfect.

After cement plaster of paris, punning is 
required for better and labelled surface 

The density of cement plaster is higher 
than gypsum plaster. Hence the load on 
building increases.

The application of cement plaster is a 
time-consuming process. Thus,
increases the project cost.

Nowadays river sand availability is a 
major problem. River sand has become 
costly hence cement plaster is costlier 
than gypsum plaster.

Gypmart plaster is an anti-fungus plaster and it 
does not get affected by any insects.

Gypmart plaster can be applied on smooth as 
well as a rough surface.

Gypmart plaster gives a very smooth finish which 
makes it compatible with paints.

During the application of Gypmart plaster the 
wastage is nominal.

Gypmart plaster can prevent shrinkage because 
it has high tensile and flexural strength.

In the case of Gypmart plaster, no curing is 
required.

In case of fire, Gypmart plaster acts as a barrier 
and protect the blockwork, concrete and steel.

Gypmart plaster is premixed and available in 
easy-to-handle bags. One only needs to add
water. This results in less wastage of time 
labour and material.

Gypmart plaster provides a smooth interior finish 
for sealing walls and it is an ideal background for 
good quality paints and wallpaper finishes.

The density of Gypmart plaster is less when 
compared to cement plaster as Gypmart plaster 
is light in weight.

The application of Gypmart plaster is a 
time-saving process. This decreases the project 

Gypmart plaster is economic when compared to 
cement plaster.

Our ultimate goal is to provide our customers with end-to-end 
smart build construction solutions. In order to achieve this 
vision, we have implemented a Quality Management System. 
As a team, we work continuously to develop the knowledge 
and skills of our members and our people and instil in them 
the importance of quality service, which is necessary in 
order to provide 100% customer satisfaction. The 
preservation of natural resources is a top priority as is 
compliance with all governmental regulations and 
statutory requirements. Throughout all of our 
operations, we are committed to delivering a safe 
and secure environment to our employees, 
customers and goods.



Regular Plaster Board

Moisture Resistant
Plaster Board

Fire Resistant Plaster Board

Fire & Moisture Resistant
Plaster Board
Impact Resistant
Plaster Board

Glass Mat Plaster Board

Gypmart Moulding Plaster

Gypmart Shine Plaster

Gypmart Supreme Plaster

Gypmart Ultra Plaster

Gypmart  Machine Plaster

Gypmart Gypbond

Gypmart Smartmix 
Jointing Compound

Gypmart Ultra Plaster
Gypmart Ultra Plaster is lightweight gypsum 
hemihydrate formulated with special lightweight 
additives, a ready mix plaster manufactured at a 
world class plant under controlled quality check. The 
product is suitable for application on all internal 
substrates. Portable water is required to prepare the 
plaster and to achieve a smooth and super white 
finish. Confirms to IS 2547 part II.

Applicator friendly – No hand burns, ideal for high 
thickness application, easy to apply, greater coverage, 
higher productivity, no shrinkage crack, no water 
curing. 

Gypmart Machine Plaster
Gypmart Machine Plaster has a drying time of 2-3 
hours and provides durable smooth and white surface 
ready for direct application for decorations. Gypmart 
machine plaster application is designed to be applied 
by machine up to 20mm thickness. It is suitable for 
direct application onto block work, uneven in-site 
concrete and thin joint block work. It offers excellent 
productivity and is up to three times faster than 
traditional plastering methods.
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Water/Plaster Ratio 1 part of water: and 1.5 to 2 part of Gypsumplaster
 (depends on the climate conditions)

Initial/Final Setting Time 10 to 12 minutes/15 to 17 minutes

Coverage 10kg per sq.mt. at 10mm thickness

Density 650-675kg/Cubic Metre

Packaging 25kg PP Bags

10 kg to 12 kg/sq. mt. at 10mm thickness

700-750kg/Cubic Meter. 

1 part of water: and 1.5 to 2 part of Gypsum plaster
(depends on the climate conditions)

Gypmart  Supreme Plaster

10kg to 11kg per sq.mt at 10mm thickness

8 to 10 minutes/12 to 14 minutes

1 part of water: and 1.5 to 2 part of Gypsum plaster
(depends on the climate conditions)

Gypmart Supreme Plaster is made of finest gypsum rock 
of high purity with addition of additives to enhance the 
fire resistant properties. Manufactured at a world class 
plant under controlled quality check, the product is 
suitable for application on all internal substrates. Only 
clean water is required to prepare plaster and achieve a 
smooth and super white finish.

Applicator-friendly product – no hand burn, easy 
application, ideal for medium/lower thickness 
application, high strength, low wastage.

Gypmart  Shine Plaster Gypmart  Regular Plasterboard

Standards and
Certification

ASTM C 1396;2006, EN 520;2004,
IS 2095 PART-I

9.5mm

Gypmart Regular Plasterboards are used in :       
 Residential Buildings Commercial Buildings
 Hospitals      Airports        Educational Institutions and
 other such applications.  

Gypmart Regular Plasterboards are produced from high 
purity natural gypsum core being sheeted in a closely 
adhering best selected paper liners which improves 
strength and  Sag  Resistance. It is lightweight for  
use in standard internal wall and ceiling applications.    

Gypmart Moisture Resistant 
Plasterboard
Gypmart Moisture Resistant Plasterboard is lightweight 
for use in standard internal wall and ceiling applications 
where moisture resistant properties are required. They 
are produced from high purity natural gypsum core 
encased in heavy duty paper lining which improves 
strength, durability and is environmentally friendly. 
Moisture Resistant Plasterboard improves strength and 
sag resistance.

Upto 10%

Gypmart Shine Plaster is made of high quality gypsum rock, 
manufactured at a world class plant under controlled quality 
check. Suitable for application on all internal substrates. Only 
clean portable water is required to prepare the plaster to 
achieve a smooth and super white finish. Confirms to IS 2547 
part II

Applicator friendly product – no hand burn, easy application, 
ideal for medium thickness application, high strength, low 
wastage, higher productivity, no shrinkage crack. 

1 part of water: and 1.5 to 2 part of Gypsum plaster
(depends on the climate conditions)

8-10 minutes/12-14 minutes

700-750kg/Cubic Metre

Gypmart Moisture Resistant Plasterboards are used in :       
 Residential Buildings Commercial Buildings
 Hospitals      Airports        Educational Institutions and
 other such applications.  

, Back: Grey



Gypmart Fire Resistant Plasterboard
They are produced from high purity natural gypsum core 
encased in heavy duty paper lining which improves 
strength, durability and is environmentally friendly. Fire 
Resistant Plasterboard has fiber glass which improves 
strength and sag resistance.

Suitable for application where high level of fire protection is 
required.

9.5

Gypmart Fire & Moisture Resistant 
Plasterboard
Gypmart Fire & Moisture Resistant Plasterboard is 
lightweight for use in standard internal wall and ceiling 
applications   where   fire   &   moisture resistance protection 
are required. They are produced from high purity natural 
gypsum core encased in heavy duty paper lining which 
improves the strength and durability of the product, along 
with making it environmentally friendly.

Gypmart  Fire  &  Moisture  Resistant Plasterboard  is 
lightweight for use in standard internal wall and ceiling 
applications   where   fire   &   moisture resistant protection 
are required. They are produced from high purity natural 
gypsum core being sheeted in a closely adhering best 
selected paper liners.

9.5

Gypmart Fire Resistant Plasterboards are used in :       
 Residential Buildings Commercial Buildings
 Hospitals      Airports        Educational Institutions and
 other such applications.  

Gypmart  Impact Resistant Plasterboard  consists  of  a  
high density reinforced gypsum core with glass fibers and 
special additives encased in a very heavy natural finish 
which is further encased lining. This improves the strength 
and durability of the product, making it environmentally 
friendly too. It can be used where high impact resistance, 
non-combustibility and fire resistance are needed.

Gypmart Impact Resistant Plasterboard

Gypmart Impact Resistant Plaster boards are used in :       
 Residential Buildings Commercial Buildings
 Hospitals      Airports        Educational Institutions and
 other such applications.  

Gypmart Glass MAT Plasterboard
Best suitable for hybrid construction in multi-storey buildings, 
Gypmart Glass MAT Plasterboard is used for both exterior and 
interior use. A high density board, this product is made of a 
high density reinforced gypsum core with glass fibres and 
special additives. The additives are encased twice, first in 
heavy natural finish and then in heavy duty paper lining. 
Sustainable in its nature, Glass MAT Plasterboard is equally 
strong and durable.
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strong and durable.
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Gypmart MAT Resistant Plaster boards are used in :       
 Residential Buildings Commercial Buildings
 Hospitals      Airports        Educational Institutions and
 other such applications.  



Regular Plaster Board

Moisture Resistant
Plaster Board

Fire Resistant Plaster Board

Fire & Moisture Resistant
Plaster Board
Impact Resistant
Plaster Board

Glass Mat Plaster Board

Gypmart Moulding Plaster

Gypmart Shine Plaster

Gypmart Supreme Plaster

Gypmart Ultra Plaster

Gypmart  Machine Plaster

Gypmart Gypbond

Gypmart Smartmix 
Jointing Compound

Gypmart Ultra Plaster
Gypmart Ultra Plaster is lightweight gypsum 
hemihydrate formulated with special lightweight 
additives, a ready mix plaster manufactured at a 
world class plant under controlled quality check. The 
product is suitable for application on all internal 
substrates. Portable water is required to prepare the 
plaster and to achieve a smooth and super white 
finish. Confirms to IS 2547 part II.

Applicator friendly – No hand burns, ideal for high 
thickness application, easy to apply, greater coverage, 
higher productivity, no shrinkage crack, no water 
curing. 

Gypmart Machine Plaster
Gypmart Machine Plaster has a drying time of 2-3 
hours and provides durable smooth and white surface 
ready for direct application for decorations. Gypmart 
machine plaster application is designed to be applied 
by machine up to 20mm thickness. It is suitable for 
direct application onto block work, uneven in-site 
concrete and thin joint block work. It offers excellent 
productivity and is up to three times faster than 
traditional plastering methods.
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Water/Plaster Ratio 1 part of water: and 1.5 to 2 part of Gypsumplaster
 (depends on the climate conditions)

Initial/Final Setting Time 10 to 12 minutes/15 to 17 minutes

Coverage 10kg per sq.mt. at 10mm thickness

Density 650-675kg/Cubic Metre

Packaging 25kg PP Bags
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700-750kg/Cubic Meter. 

1 part of water: and 1.5 to 2 part of Gypsum plaster
(depends on the climate conditions)

Gypmart  Supreme Plaster

10kg to 11kg per sq.mt at 10mm thickness

8 to 10 minutes/12 to 14 minutes

1 part of water: and 1.5 to 2 part of Gypsum plaster
(depends on the climate conditions)

Gypmart Supreme Plaster is made of finest gypsum rock 
of high purity with addition of additives to enhance the 
fire resistant properties. Manufactured at a world class 
plant under controlled quality check, the product is 
suitable for application on all internal substrates. Only 
clean water is required to prepare plaster and achieve a 
smooth and super white finish.

Applicator-friendly product – no hand burn, easy 
application, ideal for medium/lower thickness 
application, high strength, low wastage.

Gypmart  Shine Plaster Gypmart  Regular Plasterboard

Standards and
Certification

ASTM C 1396;2006, EN 520;2004,
IS 2095 PART-I

9.5mm

Gypmart Regular Plasterboards are used in :       
 Residential Buildings Commercial Buildings
 Hospitals      Airports        Educational Institutions and
 other such applications.  

Gypmart Regular Plasterboards are produced from high 
purity natural gypsum core being sheeted in a closely 
adhering best selected paper liners which improves 
strength and  Sag  Resistance. It is lightweight for  
use in standard internal wall and ceiling applications.    

Gypmart Moisture Resistant 
Plasterboard
Gypmart Moisture Resistant Plasterboard is lightweight 
for use in standard internal wall and ceiling applications 
where moisture resistant properties are required. They 
are produced from high purity natural gypsum core 
encased in heavy duty paper lining which improves 
strength, durability and is environmentally friendly. 
Moisture Resistant Plasterboard improves strength and 
sag resistance.

Upto 10%

Gypmart Shine Plaster is made of high quality gypsum rock, 
manufactured at a world class plant under controlled quality 
check. Suitable for application on all internal substrates. Only 
clean portable water is required to prepare the plaster to 
achieve a smooth and super white finish. Confirms to IS 2547 
part II

Applicator friendly product – no hand burn, easy application, 
ideal for medium thickness application, high strength, low 
wastage, higher productivity, no shrinkage crack. 

1 part of water: and 1.5 to 2 part of Gypsum plaster
(depends on the climate conditions)

8-10 minutes/12-14 minutes

700-750kg/Cubic Metre

Gypmart Moisture Resistant Plasterboards are used in :       
 Residential Buildings Commercial Buildings
 Hospitals      Airports        Educational Institutions and
 other such applications.  

, Back: Grey



Gypmart Smartmix Jointing Compound 

Final Setting Time
90 - 120 min
24 hr
25 kg PP Bags

Gypmart Smartmix Jointing Compound delivers the 
first-rate workability with an excellent smooth 
application for plasterboard jointing. The additives in 
the jointing compound are formulated to deal with 
the expansion/contraction of boards on the joints and 
thus prevent the cracks in the joints.

High Durability
No Shrinkage 

Crack Resistant 
Easy Application

Excelling Bond Strength 

..

Gypmart operates a full length 
Gypsum lab facilities. We test 
end-to-end lab process and 
analysis that enables full-fledged 
manufacturing principles to provide 
fast information to operators at the 
production plant to produce good 
quality products. We analyse 
Gypsum samples including rock 
and other raw materials by product 
Gypsum. Using ASTM and EN test 
methods, we can test lab scale fire 
resistance, flexural strength, board 
core structure, impact resistance, 
humidified deflection and more for 
various R&D compositions or 
formulations. We benchmark lab 
samples, plant trial samples or 
commercial boards.

Gypmart Gypbond

Gypmart Moulding Plaster

A unique product developed with technical support from a 
leading German chemical company that serves as an 
excellent bond on the fair face back ground and internal 
gypsum or any other plaster-based wall & ceiling. Its mix of 
polymers, granular fillers and thus additives improves its 
bonding properties. 

Features and benefits:
Excellent cohesive bond to RCC, concrete and other surfaces
Ideal for fair face construction substrate
Moisture tolerant
Can be used in temperatures from 50 to 450C
Better bonding due to coarse particles
Due to colour in the ‘Gypmart Gypbond’, the area can be demarcated 
Higher coverage
Available in 10 & 20 kg packing

Gypmart Moulding Plaster is suitable for making high 
quality cornices, designs for ceilings and walls. It provides 
mixing, application and durable finish that resists paint 
absorption. Gypmart Moulding Plaster can also be used for 
mold making, casting sculpted figures and hobby and craft 
applications.

1 part of water: and 1.5 to 2 part of Gypsum plaster
(depends on the climate conditions)

1 part of water: and 1.5 to 2 part of Gypsum plaster
(depends on the climate conditions)�

3 to 6 Minutes/6 to 9 Minutes

Cement plaster is not considered safe 
from fungus, malts, etc.

Cement plaster cannot be applied on 
smooth surfaces.

Cement plaster gives a rough surface.

During the application of cement, plaster 
wastage is high.

Cement plaster can develop shrinkage 
because it has low tensile hand fractural 
and strength.

In the case of cement plaster, pre-curing 
and post-curing is required.

In the event of fire, cement plaster 
becomes brittle and cracks and loses the 
bond with the wall.

The mixture of sand and cement is done 
on-site in different ratios. It is generally 
done by unskilled labour and hence not 
likely to be accurate and perfect.

After cement plaster of paris, punning is 
required for better and labelled surface 

The density of cement plaster is higher 
than gypsum plaster. Hence the load on 
building increases.

The application of cement plaster is a 
time-consuming process. Thus,
increases the project cost.

Nowadays river sand availability is a 
major problem. River sand has become 
costly hence cement plaster is costlier 
than gypsum plaster.

Gypmart plaster is an anti-fungus plaster and it 
does not get affected by any insects.

Gypmart plaster can be applied on smooth as 
well as a rough surface.

Gypmart plaster gives a very smooth finish which 
makes it compatible with paints.

During the application of Gypmart plaster the 
wastage is nominal.

Gypmart plaster can prevent shrinkage because 
it has high tensile and flexural strength.

In the case of Gypmart plaster, no curing is 
required.

In case of fire, Gypmart plaster acts as a barrier 
and protect the blockwork, concrete and steel.

Gypmart plaster is premixed and available in 
easy-to-handle bags. One only needs to add
water. This results in less wastage of time 
labour and material.

Gypmart plaster provides a smooth interior finish 
for sealing walls and it is an ideal background for 
good quality paints and wallpaper finishes.

The density of Gypmart plaster is less when 
compared to cement plaster as Gypmart plaster 
is light in weight.

The application of Gypmart plaster is a 
time-saving process. This decreases the project 

Gypmart plaster is economic when compared to 
cement plaster.

Our ultimate goal is to provide our customers with end-to-end 
smart build construction solutions. In order to achieve this 
vision, we have implemented a Quality Management System. 
As a team, we work continuously to develop the knowledge 
and skills of our members and our people and instil in them 
the importance of quality service, which is necessary in 
order to provide 100% customer satisfaction. The 
preservation of natural resources is a top priority as is 
compliance with all governmental regulations and 
statutory requirements. Throughout all of our 
operations, we are committed to delivering a safe 
and secure environment to our employees, 
customers and goods.



Our aim is to deliver innovation that enables cost-efficient and smart 
construction solutions. The need for sustainable construction to address 
global environmental challenges is growing fast. We, at Gypmart India 
(P) Ltd., have continually developed innovative wall and ceiling products 
and systems for our customers. Established in 2019, Gypmart India (P) 
Ltd. is the first Gypsum board plant in Eastern Region of India and 
located at Amta, Howrah, West Bengal, India.
We have a production capacity of 10 million gypsum board and gypsum 
value added plaster. Within a short period, Gypmart India (P) Ltd. has 
emerged among the leading manufacturers of gypsum-based 
construction solutions in the region and we have achieved a distinct 
competitive edge by our commitment to provide the most durable, 
cost-efficient, green and sustainable Gypsum solutions to our 
customers.
We deliver a wide range of gypsum-based products systems and 
accessories. With a strong customer relationship management and 
dedicated sales, marketing and logistics team Gypmart India (P) Ltd. 
has further ensured the delivery of top quality customer service and 
strong sales network in India, Nepal, Bhutan and Bangladesh. Being 
certified and confirming to standard certifications, we use the latest 
technology for all our operational activities. A robust customer 
relationship management, dedicated sales and logistics team make us 
the most trusted gypsum partner for everyone looking for futuristic 
interior building materials.

Perimeter Channel
0.5 mm thick 27 mm high 
having flanges of 20 mm 

and 30 mm long

Intermediate Channel
45 mm x 15mm (2 flanges) 

x 0.9 mm thickness

Ceiling Angle

Metal Stud Partition:

25 x 10 x 0.50 mm thickness 
Ceiling Section

0.5 mm thick bottom wedge of 80 mm 
with tapered flanges of 26 mm each 

having lips of 10.5 mm

Floor and ceiling 
channel

50 mm wide having equal flanges 
of 32 mm and 0.50 mm thick  

Metal accessories for 75 MM thick partition

Studs
48 mm wide having one flange of 

34 mm and other flange 36 mm and 
0.50 mm thickness

 

M.S. fixing channel
M.S. fixing channel of 99 mm width 

(0.9 mm thick having two 
flanges of 9.5 mm each)

Angle beads
Angle beads at corners 

(25 mm x 25 mm x 0.5 mm) 

1. Gypsum is an excellent source of calsium 
and sulphur for plant nutrition and which 
improves crop yield.
2. It improves acid soils and treats 
aluminium toxicity. Surface-applied gypsum 
leaches down to the subsoil and results in 
increased root growth Improves soil 
structure.
3. Gypsum has been used for many years to 
improve aggregation and inhibit or 
overcome dispersion in sodic soils.
4. Having the qualities to improve water 
infiltration, when gypsum is applied to soil it 
allows water to move into the soil and allow 
the crop to grow well.
5. The product also helps to reduce run-off 
and erosion. Therefore, Gypsum should be 
considered as a Best Management Practice 
for reducing soluble pH losses.

Gypmart India Pvt. Ltd.

Gypmart India (P) Ltd.

Being manufacturing unit, we can give the product with high quality and pass through 
various laboratory tests.
Equipped with highly qualified professional experts and equipments from best in world 
manufacturer in every field of business.
Our products are manufactured through state-of-the-art technologies & equipment 
from European countries.
All our products are covered under warranty which we distribute in the market.
Gypmart is highly quality conscious at all levels.

Warranty

Our Green Responsibility
While driven towards providing quality, we also cater to create sustainable 
solutions. Our team of experts ensure that Gypmart while provides quality products, 
is also equally eco-friendly causing least harm to the environment.

Our Vision

Our Mission

Social Responsibility
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100% Natural Gypsum with 94% purity
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